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MEDIUM-PRESSURE STEAM BOILERS 
type SKP 

 
 

The boilers are delivered in a design for a 
saturater and an overheated steam or 
alternatively as a hot-water steam. 
 
The boilers are designed as a fire-tube two-
drums with gas proof combustion chamber, 
and with one cauldron bunde between both 
drums. The boiler is designed as an excess 
pressure.  
 
The boilers are comletely fitted up and 
delivered inclusive of a needful fittings. 
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Basic parameters of boilers: 
 
 

Boiler 
Type 

Steam 
output 

(kilo/hour) 

Boiler 
output 
(kW) 

A (mm) B (mm) C (mm) 

12 12000 8100 4000 3200 4800 

16 16000 10800 4000 3200 5600 

20 20000 13500 4000 3700 6200 

25 25000 16900 4000 3700 6500 

30 30000 20300 4000 4000 7500 

 
 
 
 
 
 
 
 
 
 
 
Nominal steam pressure up to 2,5 MPa, nominal temperature of superheated steam up to 
300°C 
 
Other boilers outputs upon request. 
 
Other parameters of steam pressure and temperature upon request. 
 
We equip boilers with an unmanned operation system (Catalogue p. 27, 28), new and 
overhauled burners (Catalogue p.26), instrumentation and systems (Catalogue p.29), 
economisers (Catalogue p.2, 3), etc. 
 


