SEA Cz o a.s. Finalni 1jlis CEzT

Servisni energeticka agentura dodavky

kotelen

ISO 9001

MEDIUM-PRESSURE STEAM BOILERS
type SKO

ECONOMIZER

Boilers are delivered in the version with saturated and superheated steam, or alternatively
hot water.

Boilers are designed as fire-tube ones with a flue, internal flue-gas chamber and two
draughts of fire tubes.

Boilers are fully equipped and delivered together with all the necessary equipment.

Text continues on the following page.
Schema is just informative.
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Basic parameters of boilers:

Boiler Steam Boiler
Tvoe output output A (mm) B (mm) C (mm) D (mm)
P (kilo/hour) | (kW)
0,5 500 320 1800 2800 1850 1600
1 1000 650 2000 3300 1900 1700
1,5 1500 980 2100 3600 2000 1800
2 2000 1300 2100 4800 2000 1800
2,5 2500 1650 2200 5300 2100 1900
3 3000 2000 2400 5400 2300 2100
4 4000 2600 2600 5500 2500 2200
6 6000 3900 3050 6600 3000 2600
8 8000 5200 3200 7500 3100 2800

Nominal steam pressure up to 1,6 MPa, nominal temperature of superheated steam up to
280°C

Other boiler capacities - 10,12,16,20,25 t/h upon request.
Other parameters of steam pressure and temperature upon request.
We equip boilers with an unmanned operation system (Catalogue p. 23, 24), new and

overhauled burners (Catalogue p.22), instrumentation and systems (Catalogue p.25),
economisers (Catalogue p.27), etc.



